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The motorcycle chain is one of the most critical parts of a motorcycle. Without the right lubrication, 
will lead to severe metal abrasion (wear) between the chain and sprocket. If neglected or not properly 
maintained, the chain kit will prematurely need to be replaced after just a few thousand miles . In 
some cases, it will even fall apart. In addition to wear protection, a good chain spray must also protect 
against corrosion and resist being washed off in wet weather conditions. Maintaining the motorcyclis 
appcarance and preventing spin-off are two important objectives for motorcycle enthusiasts.  

Shake can before use. Spray product evenly and sparingly with the spray tube on the INSIDE of the 
dry, clean chain. Allow to dry for at least one hour, ideally overnight. After max. 1,000 km, re-lubri-
cate, and after max. three lubrication cycles, clean the chain with S100 Chain Cleaner. 

For all transmission chains 

Best wear protection

• Highly improved long-term lubrication

• Extends the mileage of the chain kit considerably

• Almost no spin off

• Excellent wash-off resistance (e.g. when riding in rain)

• Top corrosion protection

• Contains PTFE

• Suitable for all chain types (O/X/Z rings)

• Convenient 100 ml touring can 
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Available pack sizes Art. number Sales unit

400 ml aerosol can 3452 6

100 ml aerosol can 3451 12

against corrosion and resist being washed off in wet weather conditions. Maintaining the motorcyclis 
appcarance and preventing spin-off are two important objectives for motorcycle enthusiasts.  

NEW SPRAYER:
• EASIER
• MORE EFFICIENT


